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Magnesium Oxide Ceramic - MgO

Material Specifications Meeting the Requirements of ASTM: E1625-15

Material Magnesia

S-464 S-461

MgO Type 2 MgO Type 1P

Chemical Analysis

MgO, % 97.0 min 99.40 min
AL,O3, % 1.00 max 0.15 max
SiOy, % 3.00 max 0.13 max
Ca0, % 1.50 max 0.35 max
Fe,O3, % 0.15 max 0.04 max
B+Cd, % 0.0050 max 0.004 max

Mechanical Properties

Porosity, % MIN 12 MIN 14
Bulk Density, gm/cc 2.33 2.38
Flexural Strength, psi 2,000-10,000 2,000-10,000
Compressive Strength, 5,000-15,000 2,000-15,000

Du-Co Ceramics Company™ | 155 South Rebecca St., PO Box 568, Saxonburg, PA 16056

“Du-Co”, "Du-Co Ceramics”, and “Du-Co Ceramics Company” are trademarks of Du-Co Ceramics Company
© All Rights Reserved.




Du-Co Ceramics Company™ A Leader in
the Technical Ceramics Industry Since 1949

CERAMICS Call: 724-352-1511 ¢ Fax: 724-352-1266
Email: sales@Du-Co.com

@

COMPANY

Compressive Strength, 5,000-15,000 2,000-15,000

psi

Thermal Properties

Thermal Expansion 12.4 12.7
25°-700°

inch/inch/°Cx107°®

Note: This information is for design guidance only. Du-Co will not guarantee this information as

absolute values. Various geometries can affect properties
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